
ENC  Description DR.

DR. CHKD. APPD.

TITLE

DWG No.

SCALEIntended Use

0:1

VERSION SHEET
1 of 1A

 Unless Otherwise Specified:

DIM Tol.:    Angle Tol.:
 X. ±   X°.  ±
 .X ±    .X°  ±
 .XX ±    .XX° ±
 .XXX±    .XXX°±

UNIT: mm

LC DX 2.0MM STANDARD CONNECTOR

9 1 TPR BOOT / / /

8 1 PE+AL CRIMP SLEEVE / / /

7 1 PEI DUPLEX CLIP / / /

6 2 PEI+BRASS STOPPER / / /

5 2 SUS SPRING / / /

4 2 PTFE TUBE / / /

3 2 ZR+BRASS FERRULE BODY / / /

2 2 PEI HOUSING / / /

1 2 PP DAST CAP / / /

PART ITEM QTY. MATERIAL NAME Surface Treatment N.W. REF.
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Ferrule:
SM UPC: ID 125.5+1/-0um, Concentricity 1um;
SM APC: ID 125.5+1/-0 um Concentricity 1um;
MM UPC: ID 127.0+3/-0um, Concentricity 4um;

Connector Technical Data:
SM UPC/APC: IL<=0.2/0.3dB (@1310nm), RL>=50/60dB;
MM UPC: IL<=0.3dB (@850nm), RL>=20dB

Connector Operation Temperature: -20°C~+70°C;
Connector Storage Temperature: -40°C~+85°C;

Housing Color: SM UPC Blue, MM Beige,
SM APC Green; Other color may be
available.


