
PART LIST TABLE

ITEM PART DESCRIPTION QTY UNIT

CABLE MPO/MTP-8LC SM 9/125 L-10m

1 FO CONNECTOR MPO/MTP ROUND GREEN 3MM 1 un
2 FERRULE MT SM 12 FIBERS 1 un
3 FO CABLE SM BI 3MM JACKT 8FIBERS 250UM YELLOW L mt
4 FANOUT KIT FOR ROUND CABLE 2MM FIBERS BLACK 1 un
5 FO 2MM SIM LOOSE HFFR YELLOW - NO PRINTING!!! 4 mt
6 N/A / /
7 CONN LC DUPLEX BLUE 2MM 125MIC FERRULE 4 un
8 SHRINK TUBE 1/8" BLACK 0.06 mt
9 ADHESIVE TUBE SHRINK 6MM TO 2MM,BLACK 0.02 mt

10 N/A / /
11 WHITE LABEL VINYL 12.7MM × 36.5MM 4 un

L

WIRING TABLE

ITEM 1 Fiber No ITEM 2
TX channel 1 Fiber 1 LC1 side B
TX channel 2 Fiber 2 LC2 side B
TX channel 3 Fiber 3 LC3 side B
TX channel 4 Fiber 4 LC4 side B
Not connect Fiber 5
Not connect Fiber 6
Not connect Fiber 7
Not connect Fiber 8

RX channel 4 Fiber 9 LC4 side A
RX channel 3 Fiber 10 LC3 side A
RX channel 2 Fiber 11 LC2 side A
RX channel 1 Fiber 12 LC1 side A

ENC  No. ENC  Description DR.

PART ITEM QTY.

DR. CHKD. APPD.
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x:1

VERSION SHEET

1 of 1A

REF.MATERIAL NAME Surface Treatment Unless Otherwise Specified:

DIM Tol.:              Angle Tol.:
   X. ±                      X°.  ±
   .X ±                      .X°  ±
   .XX ±                   .XX° ±
   .XXX±                  .XXX°±

UNIT: mm

FO CABLE MPO/MTP-8LC SM 9/125  10M

1 x /xxxx xxxx /
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A
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8 9

NOTES:
1.Maximun Insertion Loss 0.70 dB per mated MPO/MTP
connector,0.2 dB - per mated LC connector;
2.Connector Material:UL94-V0
3.The bending radius in the packaging process is 7.5 cm;

VIEW A-A
SCALE: 2:1
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