
WIRING TABLE

A Side B Side-1 A Side B Side-2
channel 1 channel 1 channel 13 channel 1
channel 2 channel 2 channel 14 channel 2
channel 3 channel 3 channel 15 channel 3
channel 4 channel 4 channel 16 channel 4
channel 5 channel 5 channel 17 channel 5
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channel 7 channel 7 channel 19 channel 7
channel 8 channel 8 channel 20 channel 8
channel 9 channel 9 channel 21 channel 9
channel 10 channel 10 channel 22 channel 10
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ENC  No. ENC  Description DR.

PART ITEM QTY.

DR. CHKD. APPD.

TITLE

DWG No.

SCALEIntended Use
x:1

VERSION SHEET

1 of 1A

REF.MATERIAL NAME Surface Treatment Unless Otherwise Specified:

DIM Tol.:              Angle Tol.:
   X. ±                      X°.  ±
   .X ±                      .X°  ±
   .XX ±                   .XX° ±
   .XXX±                  .XXX°±

UNIT: mm

CABLE MPO(F) 24F-2MPO(F) 12F OM3 50CM

1 x /xxxx xxxx /

N.W.

/NOTES:
1.Maximun Insertion Loss 0.5 dB per mated MPO connector,0.3
dB - per mated LC connector;
2.Cable attenuation:≤3.0 dB @ 850 nm,≤1.0 dB @ 1300 nm;
3.Cable bandwidth:≥2000MHz/KM @ 850 nm,≥500 MHz/KM @
1300 nm;
4.Connector Material:UL94-V0
5.The bending radius in the packaging pfrocess is 7.5 cm;
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